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ABS TRACT 
The r e p o r t  summarizes some of t h e  r ecen t  advapces 
i n  t h e  techniques of solar space research, p 9 r t j c u l a r l y  Qver 
t h e  l a s t  four  years ,  i n  an attempt t o  review t h e  currenb s ta te  
of instrument technology. 
i n  rocket and s a t e l l i t e  v e h i c l e s  f o r  soLar observations, gar 
u l t r a v i o l e t  d e t e c t o r s ,  o p t i c a l  ma te r i a l s ,  u l f r a v i q l e t  r e f k c ; -  
The p resen t  s t a t e  of developmynt 
t i o n  coa t ings ,  f i l t e rs ,  and photographic f i lm  fogging, are 
among t h e  t o p i c s  descr ibed.  
I. INTRODUCTION 
The experimental objectives of sqlar space research 
frequently follow the general trend towards ever-inGKeasing 
spectral resolution and photometric accuracy coupled, whenever 
possible, with spatial resolution on the qisc. The experiment 
flux is frequently limited by the attempt to ayhiave these 
aims simultaneously, rather than limited by instrumental 
diffraction effects, and then one seeks ways to obtain auffi- 
ciently large collecting apertures to achieve ths; best compro- 
mise between spatial and spectral resolution. The advances 
in technology useful in this process are irpprovements in 
pointing controls, optical efficiencies, and detepfQr eg'ficien- 
cies. Only rarely are solar satellite experiments limited by 
telemetry capabilities since these purely eleptraniq areas are 
managing to keep up with or ahead of available experiments. 
This will shortly begin to change, however, and vgrious forms 
of data compression techniques will be required for solar 
instrumentation. This problem becomes especially critical with 
the development of photoelectric image storage device@ with 
storage capabilities for large amounts of data, as is currently 
the case for the simple photographic plate. 
Since the last General Assembly qf the IAU in 1960 
there have been two launches of satellites for solar optical 
astronomy. These are the OS0 I1 and Os0 111 Orbiting Solar 
Observatories, which were launched in February 1965 and March 
1967. Figure 1 shows the general arrangement Qf the OSO-IV, 
which is a gyroscopically stabilized wheel containing a number 
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of experiments that view the Sun once per revolution of two 
seconds. Two or more experiments are carried in the sail 
portion, which contains the solar cells for spacecraft power 
and orients the instruments to the center of the solar disc 
to an accuracy of approximately 20 arc seconds. Data are 
transmitted to the ground in real time and also recorded on 
magnetic tape in the satellite and played back to the ground 
station, on command, once per orbit. 
Unlike the first OS0 (March 1962),  which pointed 
the experiments at the center of the Sun, the second OS0 
satellite provided a raster pattern of about 40 minutes of 
arc on the side as indicated in Figure 2. The scientific 
instruments in the pointed section had a field of view of 
about one arc minute, and the raster pattern of the spacecraft 
was used to build up spectroheliograms with this resolution 
every five minutes. One of the next few OSO's, namely OSO-G, 
will be provided with an additional small raster pattern of 
7 arc minutes square which will provide 30 arc second spatial 
resolution images in 30 seconds, and will also provide the 
first opportunity for "offset pointing" to any location of the 
solar disc to permit wavelength scans from selected solar 
formations. These and other improvements in the capabilities 
of solar satellites are the cornerstone for the design of 
scientific instruments and provide the bases for a wider range 
in the type of solar optical observations which can be made. 
11. POINTING CONTROLS FOR ROCKETS 
For quite a number of years, sounding rocket experi- 
mentation for the solar ultraviolet has been well served with 
the biaxial pointing control, which is unstabilized in roll 
angle about the solar vector but provides quite reasonable 
pointing accuracies to the Sun's center in the range of 1-2 
minutes of arc. 
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J u s t  a few weeks be fo re  t h e  l a s t  I A U  Assembly i n  
Hamburg, a group of B r i t i s h  experimenters under t h e  d i r e c t i o n  
of R. Wilson s u c c e s s f u l l y  flew an E l l i o t t  Bros. th ree-axis  
s t a b i l i z e d  rocke t  i n  which t h e  r o l l  angle  was con t ro l l ed  by 
magnetometer error s i g n a l s .  The system achieved better than 
10 minutes of arc of po in t ing  i n  p i t c h  and yaw, and a r o l l  
s t a b i l i t y  of  approximately 10" peak t o  peak. To provide 
g r e a t e r  accuracy i n  p i t c h  and yaw, t h e  experiment te lescope  
mirror was servocont ro l led  w i t h  a secondary mir ror  and s p l i t  
f i e l d  s o l a r  sensor ,  s t a b i l i z i n g  t h e  s o l a r  image t o  s e v e r a l  
seconds of arc. The o p t i c a l  arrangement is  shown i n  Figure 3 .  
A s i g n i f i c a n t  achievement r e s u l t e d  from t h e  development of 
t h i s  system when D r .  Wi lson ' s  group obtained t h e  chromo- 
sphe r i c  spectrum i n  A p r i l  1965 by s e t t i n g  t h e  spectrograph 
s l i t  about 10 seconds of a r c  o u t s i d e  t h e  v i s i b l e  l i m b  w i t h  a 
s l i t  width of 4 a r c  seconds. 
S C  5 and S C  7 Schumann f i lm  and recovery techniques (Burton 
and Wilson 1965; Burton e t  a l .  1966). 
The experiment used Kodak Path2 
An i n t e r e s t i n g  achievement i n  po in t ing  c o n t r o l  
systems has been u s e d  by J . -E .  Blamont t o  ob ta in  t h e  t i m e  va r i -  
a t i o n  i n  a number of broad bands i n  t h e  u l t r a v i o l e t  between 
1200i and 24001 during t h e  progress  of t h e  November 1 2 ,  1966, 
e c l i p s e  i n  Argentina. The French system was launched i n  a 
TITUS rocke t  from a po r t ab le  range e s t ab l i shed  f o r  t h e  purpose 
i n  Argentina w i t h  primary d a t a  by te lemetry,  although provis ion  
w a s  made f o r  photographic recovery f o r  o t h e r  experiments. The 
exp'eriments w e r e  a l i gned  along t h e  a x i s  of t h e  rocket  and a 
system of n i t rogen  gas jets and pre-set  gyroscopes w a s  used 
t o  a l i g n  t h e  instruments  w i t h  t h e  Sun. Pr ior  t o  t o t a l i t y  a 
s o l a r  sensor  provided information t o  correct t h e  gyroscopes, 
wh ich  then  kep t  t h e  rocke t  a l igned  as t h e  Moon provided t h e  
complete e c l i p s e .  The system w a s  capable of achieving p i t c h  
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and yaw accuracies of approximately 15 arc seconds and a roll 
rate of 15 arc seconds/second. During a total eclipse of this 
type it is possible to obtain spatial resolutions of one arc 
second or better, limited by the Moon's irregularities. With 
control of the precise roll angle and selection of a smooth 
lunar area it would be possible to achieve spatial resolution 
in the order of 0.1 arc second. 
Several three-axis pointing control systems are 
nearing completion in the United States; they will provide 
pitch and yaw accuracies of better than 15 arc seconds and 
absolute roll position to several degrees for both solar and 
stellar observations. Three different systems with somewhat 
different characteristics have been assembled and tested and 
are scheduled for test launch in the early autumn. Two of the 
systems, SPARCS and STRAP, are produced by NASA and the SPCS 
system is available from Ball Brothers Research Corporation. 
A summary of the pointing control characteristics is contained 
in a review paper by Wilson (1967). 
111. DETECTORS 
The activity in the field of space research has con- 
tinued to demand the development of improved photomultiplier 
tubes for the ultraviolet and vacuum ultraviolet regions which 
are capable of withstanding the launch environments of a 
variety of rockets. Photomultipliers for the solar ultraviolet 
fall into two general classes, the very short wavelength, 
windowless devices, and the more conventional discrete stage 
electron multiplier tubes with a variety of window and photo- 
cathode materials. These latter photomultipliers are now 
available with a wide range of photocathodes such as KBr, CsBr, 
RbI and CsI, CsTe, etc. with ultraviolet window materials such 
as glass, quartz, sapphire, lithium fluoride and most recently 
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magnesium fluoride. 
improvement over LiF 
MgFz windows 
in that they 
represent a significant 
can accept a better optical 
polish, are not susceptible to humidity, are harder, and 
exhibit a greatly reduced sensitivity to both ultraviolet and 
energetic particle radiation damage, while allowing comparable 
efficiencies above A1150k. 
The radiation damage indicated in Figure 4 for MgF, 
and LiF corresponds to a predicted maximum flux for January 
1966 in a circular polar orbit at 1400 km. The transmissions 
were measured within hours of radiation and all radiated 
crystals showed fluorescence which was not detected visually. 
Of the materials tested, synthetic sapphire and quartz of 
highest purity showed the least degradation of transmittance 
with irradiation (Heath and Sacher 1966) .  I will not refer in 
greater detail to the large amount of work which has been done 
on the radiation effects on glasses for lenses for space appli- 
cations, since a number of review articles are available (Monk 
1952; Kreidl and Hensler 1957; Stroud 1962; Becker 1967) .  A 
wide selection of optical materials are now available in the 
visible region of the spectrum which do not show appreciable 
effects from hard radiation in space.. A number of optical 
systems, particularly in the Moon and planetary satellites, 
have survived long periods in space without appreciable degrada- 
tion, provided that due care has been exercised in the choice of 
materials. 
One significant improvement in these more conventional 
photomultipliers for the ultraviolet has been made by Electro- 
Mechanical Research, Inc. (Figure 5),  in which the window and 
its housing can be removed in flight in 50 ms by the action of 
an explosive device, as a once only and irreversible process 
(Rome 1964) .  
to a windowless device, once a clean high vacuum has been 
The conversion of the multiplier from a windowed 
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achieved, has some u s e f u l  advantages. The i n a b i l i t y  t o  remove 
and r e p l a c e  t h e  window dur ing  photometric c a l i b r a t i o n  i s  a 
l i m i t a t i o n  i n s o f a r  as t h e  d e t e c t o r  e f f i c i e n c y  cannot be v e r i f i e d  
during instrument  t e s t i n g .  There is no reason why t h i s  type  of 
e l e c t r o n  m u l t i p l i e r  could no t  be f i t t e d  wi th  a high work func- 
t i o n  m e t a l  cathode, b l ind  above 130011, and s t i l l  have t h e  very 
large dynamic range of  s e v e r a l  megahertz, characterist ic of t h e  
d i s c r e t e  dynode m u l t i p l i e r .  
A photon s c i n t i l l a t i n g  device has  been developed by 
t h e  same company and by o t h e r  l a b o r a t o r i e s  as w e l l ,  and is i l l u s -  
t r a t e d  i n  Figure 6 (Rome  1964).  The i n c i d e n t  photon releases 
e l e c t r o n s  from a semi-transparent photocathode, w h i c h  are t h e n  
acce le ra t ed  by approximately 20KV and s t r i k e  t h e  phosphor w i t h  
s u f f i c i e n t  energy t o  r e l e a s e  a l a r g e  number of photons w i t h i n  
t h e  f luorescence  t i m e  of t h e  phosphor. The converted photons 
a r e  then  viewed w i t h  a conventional photomul t ip l ie r .  The advan- 
t age  i n  t h i s  device  l i e s  i n  t h e  output  pu l se  height  d i s t r i b u t i o n ,  
i n  which t h e  s i g n a l  e x h i b i t s  a well-defined peak w h i c h  permits 
d i scr imina t ion  a g a i n s t  no ise  p u l s e s  i n  t h e  photomul t ip l ie r .  The 
e f f i c i e n c y  of d e t e c t i o n  i s  increased over t h a t  of a s i n g l e  
u l t r a v i o l e t  m u l t i p l i e r  where  t h e  pu lse  he ight  d i s t r i b u t i o n  
r equ i r e s  t h a t  some counts be biased o f f .  The device could a l s o  
be used w i t h  a s i d e  window or as a windowless device w i t h  a 
m e t a l  photocathode, a l though t h e s e  l a t te r  would r e q u i r e  some 
s p e c i a l  development. 
The common E W  photomul t ip l ie r  f o r  space research is 
t h e  c rossed  electric and magnetic f i e l d  m u l t i p l i e r  w i th  cont in-  
uous dynode strips (Timothy e t  a l .  1967; Hinteregger 1961). 
These devices  are produced by t h e  Bendix Company and are i l l u s -  
t r a t e d  i n  Figure 7 .  They are gene ra l ly  r e f e r r e d  t o  as Magnetic 
Elec t ron  M u l t i p l i e r s  or MEM's. The tubes  are usua l ly  provided 
w i t h  a m e t a l  photocathode s u c h  as tungsten o r  o t h e r  i n e r t  m e t a l s ,  
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a l l  of which are b l i n d  above 1300w (Cairns and Samson 1966) 
and s e n s i t i v e  down t o  t h e  x-ray region.  The devices  consume 
l i t t l e  power, and are capable of providing a l i n e a r  dynamic 
range up t o  about 200 KHz. The continuous r e s i s t a n c e  dynode 
and f i e l d  strips are q u i t e  s e n s i t i v e  t o  temperature w h i c h  pro- 
duces changes i n  t h e  g a i n  of  t h e  m u l t i p l i e r .  Unless t h e  detec-  
t i o n  system as a whole has been designed t o  compensate f o r  t h e  
e f f e c t ,  which can be accomplished i n  one of s e v e r a l  ways, t h e  
d e t e c t o r  e f f i c i e n c y  w i l l  be temperature dependent. 
are f u n c t i o n a l l y  q u i t e  good, although a cons iderable  amount of 
work i s  s t i l l  requi red  t o  f u l l y  understand t h e i r  p r o p e r t i e s  and 
t o  proper ly  q u a l i f y  them f o r  extended s a t e l l i t e  u s e  w i t h  cons tan t  
e f f i c i e n c y .  
The devices  
The Channel Elec t ron  M u l t i p l i e r  (CEM) has  received 
much a t t e n t i o n  and development f o r  rocke t  and s a t e l l i t e  u s e  
(Adams and Manley 1965; Goodrich and Wiley 1962; O'Brien e t  a l .  
1967).  A v a r i e t y  of d i f f e r e n t  designs w i t h  and without  shaped 
cathode ends as produced by Bendix a r e  shown i n  Figure 8. S i m -  
i l a r  devices  a r e  now a v a i l a b l e  from Electro-Mechanical Research, 
Inc .  i n  t h e  United S t a t e s  and from Mullard i n  England. The 
devices  are a hollow t u b e  coated w i t h  a r e s i s t i v e  m a t e r i a l  which 
serves  a s  t h e  dynode and a l s o  as t h e  cathode ma te r i a l .  The 
photometric response of t h e  channel m u l t i p l i e r s  i s  q u i t e  s i m i l a r  
t o  t h a t  of t h e  m e t a l  photocathodes f o r  t h e  region above 500i  
(Johnson 1966). Primary photoelectrons a r e  acce le ra t ed  along 
t h e  tube by t h e  3 KV p o t e n t i a l  and on s t r i k i n g  t h e  w a l l  they  
release a d d i t i o n a l  secondary e l ec t rons ,  w h i c h  a r e  i n  t u r n  
acce le ra t ed  t o  g ive  a high ga in  output  p u l s e .  The channel t rons 
are b a s i c a l l y  very simple and r e l i a b l e ,  al though guaranteed 
l i n e a r  dynamic range i s  l i m i t e d  t o  about 20-60 KHz. The t u b e s  
are f r equen t ly  operated a t  h ighes t  ga in  so  t h a t  t h e  output  
pu lses  " s a t u r a t e "  t h e  m u l t i p l i e r ,  which provides a n a t u r a l  
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shaping o f  t h e  anode pulses .  However, f o r  t h e  higher  in ten-  
si t ies t h i s  mode l eads  t o  t h e  problem of which shows 
up as a d e t e r i o r a t i o n  i n  t h e  pu l se  he ight  d i s t r i b u t i o n  which 
becomes more c r i t i ca l  as t h e  i n t e n s i t y  x t i m e  product i nc reases .  
This can be overcome t o  s o m e  e x t e n t  by using t h e  m u l t i p l i e r  a t  
lower gains .  
A f u r t h e r  development i n  t h e  simple channel m u l t i -  
p l i e r  has been t h e  serial use of two channels of d i f f e r e n t  
impedances. The lower-impedance second stage allows more power 
t o  be de l ivered ,  and t h e  l i n e a r  dynamic range can be increased 
t o  about 1-2 MHz f o r  random p u l s e s .  These devices  a r e  i n  t h e  
developmental s t a g e  a t  t h e  p re sen t  t i m e .  
One of t h e  most i n t e r e s t i n g  advancements i n  t h e  f i e l d  
of E W  d e t e c t o r s  has been t h e  min ia tu r i za t ion  and c l o s e  packing 
of a r r a y s  of channel m u l t i p l i e r s .  Bundles of m u l t i p l i e r s  w e l l  
i n  excess of 15000 have been produced wi th  c a p i l l a r y  s i z e  of 
250 pn and even w i t h  m u l t i p l i e r  tubes a s  s m a l l  as 1 2  p n  o r  less. 
For each photoelectron r e s u l t i n g  from a photon i n c i d e n t  on t h e  
f ace  of t h e  a r r ay ,  an amplif ied e l e c t r o n  pu l se  emerges from t h e  
anode end w i t h  t h e  spat ia l  i n t e n s i t y  d i s t r i b u t i o n  on t h e  f r o n t  
end preserved.  These e l e c t r o n  clouds may then  be acce le ra t ed  
w i t h  a p o t e n t i a l  of 8 - 10 KV t o  strike an aluminized phosphor 
and f i lm  device which w i l l  produce a photographic image s p o t  f o r  
a s i n g l e  i n i t i a l  photoelectron,  or t h e  a r r a y  can be used wi th  
some comparable e l e c t r o n i c  imaging system. A t  t h e  p re sen t  t i m e  
t h e s e  a r r a y s  are commercially a v a i l a b l e  as a s p e c i a l  o rder .  
IV.  OPTICAL 
Above 1200& o p t i c a l  e f f i c i e n c i e s  can be obtained which 
are q u i t e  comparable t o  v i s i b l e  region r e f l e c t i v i t i e s ,  and 
fo lded  o p t i c a l  systems can be used t o  reduce a b e r r a t i o n s  and 
decrease t h e  instrument envelope. The most widely u s e d  coa t ing  
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is still aluminum with a thin layer (200-4OOk) of magnesium 
fluoride deposited in high vacuum immediately following the 
deposition of aluminum. This prevents the formation of an 
aluminum oxide layer. Efficiencies between 80 and 90 per cent 
can be obtained over broad wavelength ranges by varying the 
thickness of MgF, overcoating (Berning et al. 1960; Bates and 
Bradley 1967; Hass and Ritter 1967. 
Multilayer coatings for the visible region have cer- 
tainly progressed in the last few years, particularly for nar- 
row band transmission filters and non-reflective coatings. At 
Harvard College Observatory we are currently evaluating Ha 
interference filters for satellite applications. Spectrolab 
in California are now able to produce narrow band filters with 
a half width of 0.5%, a uniform field, and transmissions of 
20-25 per cent. 
half width with a transmission of more than 10%. Several other 
companies are also engaged in developing similar filters and 
within the next few months should have been successful. The 
Spectrolab type "U1l filters are a solid Fabry-Perot device 
with interference coatings on each side of a thin substrate. 
As a result the devices are only a few millimeters thick and 
are structurally rugged. They are thus much more compact than 
the birefringent filters, very insensitive to shock and vibra- 
tion, and have a lower requirement on temperature stabilization. 
The filters have been produced down to 0.3% 
Figure 9 shows two pictures taken by the Lockheed 
Solar Observatory of two solar regions, one with an H-Ct Halle 
filter and the other with a similar bandpass interference filter. 
The spatial resolutions are quite comparable and are about one 
arc second or a little better. The interference filters have 
significantly greater transmission from the birefringent 
filters, although at the present time they are somewhat more 
limited in the field of view. A report on the progress in this 
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filter evaluation program should be available in a few months. 
Although no difficulty would be expected, interference filters 
have not been qualified for extended exposure to high vacuum, 
but there would be no problem in flying the filters in a sealed, 
thermostatically controlled oven. 
to do this on one of the early manned solar satellites to pro- 
vide the astronaut with a solar pointing capability using H-a. 
Radiation damage in the filters does not appear to be a problem. 
Our group at Harvard plans 
There have been some advances in making interference 
filters for the region below A3000. Bates and Bradley (1966) 
have made filters with 300% passbands or less and a transmission 
of 25 per cent for the region 1800-2400;. 
filters in high-resolution ultraviolet rocket and satellite 
interferometers for the Sun. 
They are using the 
Miss Fredga (1966) has recently obtained photographs 
of the Sun in Mg I1 at 2802.7i from a rocket in which a specially 
developed Solc-type birefringent filter was combined with a 
telescope and 35 mm camera. The filter had a passband of 4; 
and transmission of 1 per cent or less. The filter also re- 
quired the development of a servo-controlled temperature system 
to keep the filter on line. 
ment is shown in Figure 10. This does represent the first time 
that a birefringent filter has been flown in a rocket to obtain 
pictures in the ultraviolet. Figure 11 shows a reproduction of 
the results of the flight. The image resolution is approxi- 
mately 1 arc minute and was limited by jitter on the rocket 
solar-pointing control system. 
tion of these narrow band birefringent filters for the ultra- 
violet is a significant achievement, and pictures at higher 
spatial resolution will be possible now that improvements in 
solar pointing controls are available. 
A schematic diagram of the equip- 
The development and qualifica- 
-11- 
In the visible region of the spectrum the adoption 
of the multiple occulting discs in white light coronographs, 
as suggested by Newkirk, has significantly reduced the problem 
of diffraction-scattered light in balloon- and rocket-borne 
coronographs (Newkirk and Bohlin 1964). 
For the wavelength region below 12001 at near normal 
incidence, reflectivities are substantially lower than can be 
obtained above A1200 with A1 and MgF,. 
coatings are still Au (Canfield et al. 1964), Pt (Author, unpub- 
lished) and, more recently, Ir (Hass et al. 1967). 
The best available 
Figure 1 2  shows the reflectivities for Au, Pt and Ir 
from 300k to 2 2 0 0 i .  
Au has also been found very recently near 4 0 0 i  in both Pt and 
Ir (Hunter, private communication). Hunter's most recent paper 
on Ir contains data only down to A500, although I have indicated 
by a dotted line the approximate shape of the curve to 300%. 
The 400k edge in Pt does not seem to be as pronounced as it is 
in Au. 
An additional edge which had been noted in 
The reflecting films which give the maximum reflec- 
tance are partially transparent rather than opaque and are quite 
sensitive to small amounts of contamination, which greatly 
reduces the reflectance; however, cleaning will usually restore 
the initial reflectance, if ultraviolet radiation has not been 
too intense. The techniques of preparation are critical, and 
there is some difficulty in reliably obtaining mirrors with 
these reported reflectances. 
There has been considerable concern during the last 
five years or so over the use of replica gratings for extended 
lifetime satellites. The use of replica gratings for space 
instruments stems not only from the expense and scarcity of 
original gratings, but also from the fact that, in some cases, 
the performance of replica gratings exceeds that of the ruled 
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o r i g i n a l ,  bo th  i n  increased  s i g n a l  and decreased s c a t t e r e d  
l i g h t .  Some i n i t i a l  experiments performed a few years  ago 
ind ica t ed  t h a t  f a i l u r e  of t h e  r e p l i c a t i n g  p l a s t i c  l a y e r  
r e s u l t e d  from exposure t o  a simulated space environment. Some 
s i x  groups i n  t h e  United States  have been ca r ry ing  o u t  research 
programs t o  o b t a i n  better information on t h e  e f f e c t s  of 
t h e r m a l  cyc l ing  from -2OOC t o  +5OoC a t  pressures  of less than  
lo-* Torr,  i r r a d i a t i o n  wi th  1.5 Mev e l e c t r o n s  a t  dose rates up 
t o  cm-', and l i m i t e d  use  i n  a 600 n a u t i c a l  m i l e  po la r -  
o r b i t  s a t e l l i t e .  All of t h e  p re sen t  d a t a ,  al though they  a r e  by 
no means complete, i n d i c a t e  t h a t  r e p l i c a  g r a t i n g s  can be qua l i -  
f i e d  f o r  u s e  i n  s a t e l l i t e  instruments  ( P a u l  1967).  
The problems a s soc ia t ed  w i t h  o p t i c a l  systems i n  space 
a r e  g e n e r a l l y  q u i t e  w e l l  known. A r ecen t  paper by Becker (1967) 
reviews some of t h e  genera l  problem areas :  ou tgass ing  contami- 
na t ions ,  meteroid damage, r a d i a t i o n ,  and temperature e f f e c t s .  
The thermal problem is  one which i s  of s p e c i a l  importance f o r  
s o l a r  sa te l l i tes ,  p a r t i c u l a r l y  i n  near e q u a t o r i a l  o r b i t s  w h e r e  
t h e  S u n ' s  r a d i a t i o n  is  occul ted  every revolu t ion ,  and where t h e  
t i m e  v a r i a n t  Ear th  albedo can cause a t r a n s v e r s e  bending of t h e  
o p t i c a l  system. T h e s e  problems become p a r t i c u l a r l y  important 
when high s p a t i a l  and s p e c t r a l  r e s o l u t i o n s  are requi red .  Up t o  
t h e  p re sen t  t i m e ,  however, s o l a r  s a t e l l i t e  E W  observa t ions  
have been l i m i t e d  t o  about one arc minute s p a t i a l  r e s o l u t i o n  
i n  t e l e scope  systems; here  t h e  problems are less seve re  and 
normal o p t i c a l  materials can be used w i t h  pass ive  thermal con- 
t r o l .  I n  rocke t  f l i g h t s ,  s i g n i f i c a n t l y  higher  s p a t i a l  and 
s p e c t r a l  r e s o l u t i o n s  have been achieved, s i n c e  t h e r m a l  d i s t o r -  
t i o n s  can g e n e r a l l y  be overcome dur ing  t h e  s h o r t  per iod  of a 
sounding rocket  f l i g h t  by a c e r t a i n  amount of  c a r e f u l  design 
and s e l e c t i o n  of compensating m a t e r i a l s  f o r  cons t ruc t ion .  
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For the larger solar satellites now being designed 
and built. thermal considerations play one of the most important 
roles of all in instrument design. The heating of the front 
surface of a mirror at orbital sunrise sets up a time-varying 
thermal gradient through the mirror blank which causes a change 
in curvature. Even in the steady state, the change in curva- 
ture ( y )  is y = q-where y is the change in curvature, q is 
the heat input per unit area, 01 is the thermal expansion coeffi- 
cient, and k is the thermal conductivity; the resulting change 
01 
k 
in focal length ( L )  f) is given approximately by t f 2yfa, 
where f is the focal length. 
In the ultraviolet particularly, the reflective coat- 
ing must be optimized for that particular region, with little or 
no control over the visible and infrared absorption coefficient 
which determines the heat input. For the A1 and MgF, films, 
this effective absorption coefficient is only 7 . 6  per cent, but 
for the E W  semitransparent Pt films it has recently been mea- 
sured by us to be 0.32 f 0.02 on one particular sample. This 
absorption coefficient is now being evaluated for various E W  
coatings in our own laboratory. 
The ratio of the coefficient of thermal expansion ( a )  
to the thermal conductivity (k) determines the susceptibility 
of the material to distortion effects, and this ratio must be 
kept small either by having a large thermal conductivity or a 
small expansion coefficient (see Table 1). For the larger solar 
telescope mirrors, the use of fused silica or quartz may be 
completely unsatisfactory, unless somewhat elaborate steps are 
taken to increase the effective thermal conductivity artifically. 
The approach used on the Mariner IV television system 
(which, however, did not have the high incident solar heating 
directly through the optical system) was to match the mirror 
material and the support structure so that the image stayed 
-14- 
I 
within the depth of focus as the thermal environment changed. 
The method requires material of high thermal conductivity in 
order to reduce temperature gradients. This approach has 
many advantages; however, the use of metal mirrors such as 
beryllium requires an overcoating of a hard layer of a 
material like Kanigen, which is susceptible to "crazing" or 
cracking, which gives rise to increased scattered light and 
distortion of the figure. 
Recent experiments by Bennett, Madden, and their 
co-workers (Bennet 1963; Bennett and Porteus 1961; Johnston 
et al. 1967) have measured the effect of surface roughness 
on scattered light, particularly at the lower wavelengths, 
at normal incidence. The effect becomes extremely important 
as the wavelength decreases below 500i and may even limit 
the lower wavelength observed with a mirror. The effect of 
surface roughness can also be very important in achieving the 
highest specular reflectance for the E W  region. At the 
present time, metal mirrors do not appear to be suitable for 
resolution in the few arc seconds region in the solar ultra- 
violet. This does not necessarily hold true for the wave- 
length region below about 500i.where one generally uses 
grazing incidence optical systems with hyperboloids and para 
At grazing incidence, the efficiency of reflection 
increases markedly, and the tolerances on the figure are 
reduced. However, the techniques of grazing incidence have 
specifically been omitted from this review, since they are 
very similar to those used for soft X-rays and will be treated 
by other authors, 
An alternate approach to the solution of the thermal 
problem is to make the system insensitive to thermal effects 
by choosing a material with near zero coefficient of expan- 
sion. Three such materials have recently become available; 
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these are:  U. L. E. Fused S i l i ca  w i t h  an expansion c o e f f i c i e n t  
of 0.2 & 0.3 x 
0 f. 0.1 x 10 -70 C - l  m a d e  by Corning, and C e r - V i t  made by 
Owens-Il l inois,  Figure 14 shows a p l o t  of the expansion 
c o e f f i c i e n t  versus  temperature f o r  C e r - V i t ,  which i n d i c a t e s  an 
expansion c o e f f i c i e n t  c l o s e  t o  zero over a wide temperature range. 
Recent experiments by Dietz  and Bennett (1967) have shown t h a t  
t h i s  new m a t e r i a l  can be pol i shed  as smooth as  t h e  b e s t  fused 
s i l i ca ,  namely t o  an r . m . s .  su r face  roughness of better than 8h, 
using a "Bowl Feed" technique (Dietz and Bennett (1966). It w i l l  
a l s o  withstand amazing thermal shocks from a l t e r n a t e  exposures 
t o  ice water and a 35OoC oven, showing n e g l i g i b l e  deformation of 
f i g u r e  within h/10. 
the l a r g e r  s o l a r  s a t e l l i b  o p t i c s ,  both f o r  the te lescope  mir rors  
and poss ib ly  f o r  s t r u c t u r a l  elements f o r  p a r t  o r  a l l  of the 
instrument assembly. 
C-', U. Lo E ,  Glass  C e r a m i c  w i t h  
These ma te r i a l s  w i l l  be used f o r  many of 
I have already r e f e r r e d  t o  t h e  complications a t tendant  
on the thermal problem a t  high s p a t i a l  r e so lu t ion ,  An add i t iona l  
problem which c u r r e n t l y  i s  l imi t ing  many experiments i s  t h e  use 
of recoverable  photographic f i lm i n  long-mission s a t e l l i t e  
experiments. The frequent  passage of near  e q u a t o r i a l  o r b i t  
s a t e l l i t e s  through the lower p a r t  of t h e  South At l an t i c  Anomaly 
causes most u l t r a v i o l e t  f i lms ,  such a s  the E W  Schumann-type 
emulsions (SC5, SWR), as  w e l l  as 10370, Pan X ,  and Plus  X ,  t o  be 
fogged t o  a dens i ty  of 0.2 i n  a matter of a f e w  days. R e d  
s e n s i t i v e  f i l m s  such as  SO-375 and S ta rbur s t  f i l m s  f o r  H a  photo- 
graphy, a r e  much l e s s  prone t o  r a d i a t i o n  fagging. Shielding 
aga ins t  t h e  ene rge t i c  protons responsible  does not  appear t o  be 
poss ib le  wi th in  reasonable  weight c o n s t r a i n t s ,  On-board 
development of t h e  f i l m  may habe t o  be used t o  overcome t h i s  
problem i n  long dura t ion  manned missions.  
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The use of the high data-storage capability of 
normal photographic emulsions presents many highly desirable 
advantages; however, their use in satellites with film 
recovery is presently a large outstanding problem, unless 
very low or purely equatorial orbits are used, or unless 
emulsions with lower sensitivity to radiation fogging can be 
developed. Several research groups in the United States are 
investigating the quantitative effects of stimulated anomaly 
radiation fields on commonly used photographic emulsions 
(Shelton and de Loach, 1967). 
One of the "techniquesaD, if one can refer to it as 
such, that will shortly exert a great influence on solar space 
research is that of manned experiments. Figure 15 shows an 
illustration of the manned Apollo Telescope Mount (ATM), 
which is currently being built for launch within the next few 
years. The ATM contains a group of experiments such as a 
visible light coronograph (High Altitude Observatory), X-ray 
telescopes (American Science & Engineering and Goddard Space 
Flight Center), vacuum ultraviolet spectrographs (Naval 
Research Laboratory) and spectrometers (Harvard College Obser- 
vatory), E W  photographic (NRL) and photoelectric (HCO) 
imaging systems, and Ha filter telescopes (HCO). The astronaut 
will guide the experiments, which will have spatial resolu- 
tions of the order of 5 arc seconds, to specific locations on 
the solar disc to an accuracy of several arc seconds, using an 
Ha telescope, and instrument slit-jaw displays with the narrow 
band interference filter described above. Experiments on the 
quiet Sun, active regions, and flare activity will then be 
carried out simultaneously over a wide wavelength range. The 
advent of the manned solar satellite has introduced a signifi- 
cant new capability into the field of solar space research, 
-17- 
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